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(a) of this section may limit their test-
ing under the special provisions de-
scribed in §86.1930 to five engines in
each selected engine family.

[73 FR 13451, Mar. 13, 2008]

NTE NOx - ENGINE #4 (HHDD)
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APPENDIX I TO SUBPART T—SAMPLE
GRAPHICAL SUMMARY OF NTE EMIS-
SION RESULTS

The following figure shows an example of a
graphical summary of NTE emission results:

Appendix 1 ~ Example
NTE Results Plet

Tested 3/20/01, 55 deg-F, 60% rel hum, PA interstate run, 30K GYW
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APPENDIX I TO PART 86—URBAN
DYNAMOMETER SCHEDULES

(a) EPA TUrban Dynamometer Driving

Schedule for Light-Duty Vehicles and Light-
Duty Trucks.

EPA URBAN DYNAMOMETER
DRIVING SCHEDULE
[Speed versus Time Sequence]

Time Speed Time Speed Time Speed

(sec.) (m.p.h.) | (sec.) | (mp.h)| (sec.) | (m.p.h)
0.0 0.0 0.0
0.0 0.0 0.0
0.0 0.0 0.0
0.0 0.0 0.0
0.0 0.0 0.0
0.0 0.0 0.0

EPA URBAN DYNAMOMETER—Continued
DRIVING SCHEDULE
[Speed versus Time Sequence]

Time Speed Time Speed Time Speed
(sec.) (m.p.h.) (sec.) (m.p.h.) (sec.) (m.p.h.)
R 0.0 0.0 0.0

21 .. 3.0 5.9 8.6
24 .. 11.5 14.3 16.9
27 .. 17.3 18.1 20.7
30 .. 21.7 22.4 225
33 .. 221 215 20.9
36 .. 20.4 19.8 17.0
39 . 14.9 14.9 15.2
42 . 15.5 16.0 17.1
45 .. 191 211 227
48 .. 22.9 22.7 22.6
51 .. 21.3 19.0 17.1
54 .. 15.8 15.8 17.7
57 e 19.8 21.6 23.2
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